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㈜솔텍트레이딩 Soletek Trading 

 

㈜솔텍트레이딩은 화학, 화공, 석유화학, 촉매, 배터리, 나노 소재, 에너지, 세라믹, 환경 등 다양한 분야에

서 필요한 연구 장비 및 시약을 취급합니다. 실험실에 필수적으로 필요한 기초 장비부터 각 연구분야에 

특화된 전문 분석 장비, 사용자의 요구에 맞는 커스텀 시스템까지 최고의 품질과 최신 연구 동향에 맞는 

제품들을 선별하여 제공하고 있습니다. 2005년부터 쌓아온 비즈니스 노하우와 고객 신뢰를 바탕으로 여

러 유수의 기업, 대학, 국가 연구소와 협력해오고 있습니다.  

단순히 장비를 판매함에 그치지 않고 분석 원리와 사용법에 대한 철저한 이해를 바탕으로 고객께서 정확

한 결과를 얻으실 수 있도록 각 분야의 전문가들이 정기적인 사용자 교육, 학술 자료, 기술 및 연구개발 

업무 협업 등 관련 서비스를 폭넓게 제공해 드립니다. 또한 “Quick Reply, Quick Delivery, Quick Action”

의 3Q정신을 바탕으로한 빠르고 정확한 A/S 대응으로 언제나 안심하고 장비를 사용하실 수 있도록 노력

하고 있습니다. 
 

주소 (우 05739) 서울특별시 송파구 동남로 308 코바빌딩 5층 

전화 02-2043-1957 

팩스 02-2043-1959 

이메일 info@soletek.co.kr 

홈페이지 www.soletek.co.kr 

 

1994년에 설립된 영국 Paragon Scientific Limited사는 밀도, 인화점, 색상, 굴절률, TAN/TBN, 점도 

등 프리미엄 퀄리티의 표준시약을 생산하는 업체입니다. 최첨단 생산 장비와 테크닉으로 최고의 순도와 

가장 낮은 불확실성(uncertainty)의 제품을 제공합니다. 

Paragon의 모든 점도, 밀도, 굴절률 표준시약은 UKAS(United Kingdom Accreditation Service, 

BS/EN/ISO/IEC 17025)인증을 획득하였습니다. UKAS는 영국 정부의 적합성 평가에 승인된 유일한 기관

으로 ISO 17025/17034 국제 표준에 맞게 테스팅, 캘리브레이션되어 품질과 신뢰성이 보장된 제품에만 

인증을 부여합니다. 

㈜솔텍트레이딩은 Paragon사의 국내 단독 대리점으로서 원하시는 제품을 최대한 빠르게 공급해드릴 수 

있도록 노력하겠습니다. 
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General Purpose Viscosity Standard 

범용 점도 표준시약 

용량 500ml  |  유통기한 24개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Certified in strict accordance with ASTM D2162 

 Density g/mL in accordance with ASTM D1480 

 For use with glass capillary viscometers, automatic viscometers and other viscosity measuring 

equipment 

 Kinematic (cSt) & dynamic viscosity (mPa·s) given at all temperatures 

 Tamper evident security packaging 

 

Kinetic viscosity unit: mm2/s (cSt) 

 
Part No. 20℃ 25℃ 37.78℃ 40℃ 50℃ 60℃ 80℃ 98.89℃ 100℃ 

N.4 0.4691 0.4494 0.4051 0.3982 - - - - - 

N.8 0.7298 0.6915 0.6085 0.5959 - - - - - 

N1.0 1.3 1.21 1.024 0.9959 0.8869 - - - - 

N2 2.98 2.683 2.109 2.028 1.724 1.489 - - - 

S3 4.601 4.058 3.055 2.92 2.417 2.041 1.522 1.207 1.192 

D5 6.497 5.623 4.06 3.856 3.113 2.573 1.86 1.439 1.42 

S6 10.46 8.8869 6.117 5.772 4.528 3.655 2.54 1.913 1.885 

N7.5 12.19 10.32 7.083 6.674 5.211 4.181 2.875 2.149 2.115 

D10 14.63 12.18 8.075 7.572 5.799 4.583 3.086 2.273 2.236 

N10 20.92 17.05 10.79 10.05 7.479 5.775 3.749 2.693 2.646 

N14 31.21 24.93 15.08 13.94 10.09 7.599 4.743 3.316 3.253 

S20 43.25 34.03 19.89 18.29 12.94 9.563 5.786 3.955 3.877 

N26 61.14 49.1 29.8 27.53 19.81 14.79 9.02 6.16 6.034 

N35 86.53 65.98 35.89 32.62 22.01 15.61 8.824 5.747 5.62 

N44 111.2 86.37 48.42 44.19 30.14 21.47 12.1 7.791 7.61 

S60 156.9 116.4 59.32 53.39 34.52 23.58 12.56 7.828 7.634 

N75 203.9 155.5 83.66 75.81 50.25 34.86 18.79 11.7 11.41 

N100 329.6 237.2 112.9 100.5 62.05 40.68 20.23 11.99 11.67 

N140 410.1 305.8 156.2 140.4 89.88 60.44 30.85 18.42 17.92 

S200 653.2 459.4 206.4 182.1 108 68.32 31.97 18.11 17.58 

N250 779.6 572.7 283 252.8 158.2 104 51.12 29.56 28.71 

D500 840 584.4 256.3 225.1 131.4 81.86 37.37 20.79 20.15 

N350 1240 850.7 361.7 316.1 180.4 110.1 48.51 26.26 25.42 

N415 1340 967.8 459.4 408.2 248.7 159.9 75.39 42.24 40.96 

D1000 1717 1170 487.4 424.5 238.6 143.5 61.57 32.6 31.54 

S600 2161 1460 595.4 516.9 286.2 169.9 71.19 37.05 35.81 

N750 2761 1932 850.6 746.6 432.8 266 116.3 61.49 59.46 

N1000 4623 3054 1178 1013 538 307.2 120 58.98 56.82 

N1400 5628 3834 1584 1377 762.9 450.2 183.4 91.92 88.61 

S2000 8387 5454 2017 1722 886.4 490.5 181.2 85.13 81.83 

D5000 10245 6670 2463 2101 1079 593.8 216.9 100.7 96.74 

N2500 11658 7673 2905 2488 1293 719 265.2 123.1 118.2 

D7500 13686 8817 3192 2713 1368 742.7 264 119.9 114.9 

N4000 17322 11176 4042 3435 1729 933.3 327.2 146.5 140.4 

N5100 26904 17187 6050 5110 2516 1330 446.9 192.9 184.5 

S8000 37441 23622 8094 6819 3298 1714 559 235.4 224.9 

N10200 54473 34453 11868 9992 4834 2504 805.9 333.2 318.1 

N15000 74506 46451 15463 12954 6120 3102 962 385.9 367.7 

N18000 103824 65017 21802 18279 8654 4391 1352 537.3 511.3 

S30000 137405 85244 27825 23270 10822 5410 1618 626.4 595.7 
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General Purpose Viscosity Standard 
 

Dynamic viscosity unit: mPas (cP) 

 
Part No. 20℃ 25℃ 37.78℃ 40℃ 50℃ 60℃ 80℃ 98.89℃ 100℃ 

N.4 0.3094 0.2944 0.2606 0.2553 - - - - - 

N.8 0.5195 0.4894 0.4242 0.4143 - - - - - 

N1.0 1.012 0.9378 0.7836 0.7604 0.6704 - - - - 

N2 2.423 2.172 1.688 1.620 1.365 1.169 - - - 

S3 3.780 3.320 2.472 2.358 1.936 1.620 1.187 0.9255 0.9131 

D5 5.446 4.695 3.355 3.180 2.546 2.087 1.483 1.129 1.113 

S6 8.703 7.350 5.018 4.725 3.677 2.943 2.012 1.491 1.467 

N7.5 9.953 8.392 5.701 5.362 4.152 3.303 2.234 1.642 1.615 

D10 12.17 10.09 6.621 6.198 4.709 3.691 2.445 1.772 1.742 

N10 17.66 14.34 8.986 8.355 6.168 4.726 3.019 2.135 2.096 

N14 26.37 20.98 12.56 11.60 8.328 6.224 3.824 2.633 2.581 

S20 36.78 28.83 16.69 15.32 10.76 7.889 4.699 3.165 3.099 

N26 49.98 39.98 24.02 22.16 15.82 11.72 7.031 4.728 4.627 

N35 74.13 56.31 30.34 27.53 18.44 12.98 7.228 4.640 4.534 

N44 92.04 71.23 39.55 36.03 24.39 17.24 9.569 6.071 5.924 

S60 135.1 99.85 50.41 45.30 29.07 19.72 10.35 6.358 6.194 

N75 169.8 129.0 68.76 62.20 40.92 28.17 14.96 9.180 8.944 

N100 285.6 204.8 96.60 85.84 52.62 34.25 16.79 9.813 9.544 

N140 343.9 255.5 129.3 116.0 73.73 49.22 24.75 14.57 14.16 

S200 568.4 398.4 177.4 156.3 92.04 57.82 26.68 14.91 14.46 

N250 657.1 481.0 235.5 210.1 130.5 85.17 41.25 23.53 22.83 

D500 732.2 507.7 220.7 193.5 112.2 69.41 31.24 17.15 16.61 

N350 1083 740.3 312.0 272.3 154.3 93.54 40.65 21.71 21.00 

N415 1136 817.4 384.5 341.1 206.3 131.7 61.22 33.84 32.78 

D1000 1503 1021 421.6 366.6 204.7 122.3 51.74 27.04 26.14 

S600 1894 1275 515.7 447.1 245.8 144.9 59.91 30.77 29.72 

N750 2365 1649 719.7 630.7 363.1 221.6 95.55 49.85 48.17 

N1000 4069 2679 1025 879.9 464.2 263.3 101.5 49.24 47.40 

N1400 4870 3306 1354 1176 647.1 379.2 152.4 75.41 72.64 

S2000 7406 4801 1761 1501 767.5 421.9 153.8 71.36 68.55 

D5000 9065 5882 2154 1835 936.4 512.0 184.6 84.63 81.24 

N2500 10205 6695 2514 2150 1110 613.2 223.2 102.3 98.19 

D7500 12119 7782 2795 2371 1188 640.9 224.9 100.9 96.60 

N4000 15368 9884 3546 3009 1505 807.2 279.3 123.5 118.3 

N5100 23912 15228 5318 4486 2195 1153 382.5 163.1 155.9 

S8000 33326 20962 7126 5995 2881 1488 479.1 199.3 190.3 

N10200 48617 30656 10477 8809 4236 2180 693.1 283.2 270.1 

N15000 66571 41379 13666 11434 5368 2704 828.3 328.4 312.7 

N18000 92933 58021 19306 16164 7607 3836 1167 458.3 435.8 

S30000 123156 76183 24675 20608 9527 4733 1398 535.1 508.5 
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Cold Cranking Simulator Viscosity Standard 

CCS용 점도 표준시약 

용량 500ml  |  유통기한 24개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Certified in strict accordance with ASTM D2162 

 Density g/mL in accordance with ASTM D1480 

 For use with glass capillary viscometers, automatic viscometers and other viscosity measuring 

equipment 

 Tamper evident security packaging 

 

Kinetic viscosity unit: mm2/s (cSt) 

 
Part No. -5°C -10°C -15°C -18°C -20°C -25°C -30°C -35°C -40°C  

CL08 (CL080) - - - - - - - 852.9 1404 

CL09 (CL090) - - - - - - - 1175 1967 

CL10 (CL100) - - - - - - 883.3 1431 2418 

CL11 (CL110) - - - - - - 1035 1694 2905 

CL12 (CL120) - - - - - 770.4 1221 2016 3481 

CL13 (CL130) - - - - - 947.5 1518 2534 4434 

CL14 (CL140) - - - 697.6 826.8 1295 2110 3587 6426 

CL15 (CL150) - - - - 974.1 1535 2520 4323 7837 

CL16 (CL160) - - - 1014 1212 1939 3232 5657 10459 

CL17 (CL170) - - 872.6 - 1355 2178 3662 6446 - 

CL19 (CL190) - - 1078 1409 1694 2762 4717 8463 16150 

CL20 (CL200) - 862.4 1324 - 2105 3483 6022 10990 21337 

CL22 (CL220) - 1030 1593 2107 2553 4260 7436 13729 - 

CL24 (CL240) - 1211 1889 - 3053 5141 9061 16936 - 

CL25 (CL250) - 1371 2150 2866 3495 5921 10552 19907 - 

CL26 (CL260) - 1680 2646 - 4329 7390 13242 - - 

CL28 (CL280) - 2022 3219 4326 5311 9179 16682 - - 

CL30 (CL300) - 2431 3889 - 6468 11227 20590 - - 

CL32 (CL320) - 3022 4863 6590 8156 14316 - - - 

CL34 (CL340) - 3431 5567 - 9395 16648 - - - 

CL38 (CL380) 2670 4199 6868 9400 11722 20950 - - - 

CL42 (CL420) - 4969 8161 - 13955 - - - - 

CL48 (CL480) 3840 6131 10151 14042 17610 - - - - 

CL53 (CL530) - 7440 12466 - 21863 - - - - 

CL60 (CL600) 5731 9303 15667 - - - - - - 

CL68 (CL680) - 11417 19584 - - - - - - 

CL74 (CL740) 7585 12452 - - - - - - - 

VIS-CCS-14 Includes: CL10, CL12, CL14, CL16, CL19, CL22, CL25 (x2), CL28, CL32, CL38, CL48, CL60, CL68 

VIS-CCS-18 CL08, CL09, CL10, CL11, CL12, CL13, CL14, CL15, CL16, CL19, CL22, CL25(x2), CL28, CL32, CL38, CL48 & CL60 

VIS-CCS-8 CL14, CL19, CL22, CL25, CL28, CL32, CL48, CL68 
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Cone-Plate Viscosity Standard 

Cone-Plate 점도계용 점도 표준시약 

용량 500ml  |  유통기한 24개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Kinematic viscosity certified in strict accordance with ASTM D2162 at 20°C, 23°C & 25°C 

 Kinematic viscosity certified in accordance with ASTM D341 at intermediate temperatures 

 Tamper evident security packaging 

 

Dynamic viscosity unit: mPas (cP) 

 
Part No. 20.00°C 21.00°C 22.00°C 23.00°C 24.00°C 25.00°C 

2162/1 86.53 81.83 77.45 73.37 69.55 65.98 

2162/2 116.6 110.0 103.8 98.12 92.78 87.81 

2162/3 156.9 147.5 138.9 130.8 123.3 116.4 

2162/4 242.2 226.8 212.5 199.4 187.2 176.0 

2162/5 319.1 298.5 279.5 262.0 245.8 230.8 

2162/6 407.4 380.1 355.0 331.9 310.5 290.8 

2162/7 491.1 457.6 426.7 398.4 372.4 348.5 

2162/8 575.6 535.7 499.0 465.4 434.4 405.9 

2162/9 653.2 607.6 565.7 527.3 491.9 459.4 

2162/10 817.8 760.2 707.4 658.9 614.3 573.3 

2162/11 1240 1147 1063 985.9 915.3 850.7 

2162/12 1717 1587 1468 1360 1261 1170 

2162/13 2614 2409 2223 2054 1899 1757 

2162/14 4623 4244 3901 3590 3309 3054 

2162/15 6989 6406 5879 5401 4963 4566 

2162/16 10481 9595 8794 8069 7410 6813 

2162/17 13879 12755 11734 10806 9956 9182 

2162/18 17322 15835 14492 13278 12175 11176 

2162/19 26904 24576 22474 20574 18794 17187 

2162/20 37441 34075 31048 28322 25851 23622 

2162/21 20.92 20.06 19.24 18.47 17.74 17.05 

2162/22 43.25 41.16 39.20 37.36 35.64 34.03 

2162/24 3413 3142 2896 2672 2466 2279 
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Flow Cup Viscosity Standard 

DINFordISOShellZahn Flow Cup용 점도 표준시약 

용량 500ml  |  유통기한 24개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Certified in strict accordance with ASTM D2162 

 Density g/mL in accordance with ASTM D1480 

 Tamper evident security packaging 

 

Certified Values 20°C 

 

Part 

No. 

Kinematic  

mm²/s 

(cSt) 

Dynamic  

mPa·s 

(cP) 

Density 

(g/mL) 

DIN CUP FORD CUP ISO CUP SHELL CUP ZAHN CUP 

Size 
Drain 

Time(s) 
Size 

Drain 

Time(s) 
Size 

Drain 

Time(s) 
Size 

Drain 

Time(s) 
Size 

Drain 

Time(s) 

C6 10.46 8.703 0.832   1 56.3 3mm 36.1 
1 59.3 

1 38.5 
2 23.2 

C10 20.92 17.66 0.8443   1 77.7 3mm 55.4 
2 41.3 

1 48.0 
2.5 25.6 

C20 43.25 36.78 0.8504   2 48.0 4mm 35.7 
2.5 49.8 1 68.3 

3 30.6 2 26.4 

C35 86.53 74.13 0.8567   2 78.1 4mm 
65.4 

3 59.3 2 
38.7 

3 44.0  3.5 41.4  

C60 156.9 135.1 0.8609 4mm 37.0 
3 74.5 

5mm 49.2 
3.5 73.8 2 58.8 

4 45.2 4 46.5 3 20.9 

C100 329.6 285.6 0.8664 4mm 73.5 4 90.1 
5mm 101.2 5 51.7 3 35.7 

6mm 49.4 6 20.8 4 27.3 

C200 653.2 568.4 0.8702   5 56.0 6mm 95.5 6 40.8 
3 63.3 

4 49.1 

C350 1240 1083 0.8732       6 77.0 5 53.9 

C600 2161 1894 0.8765           

 

Certified Values 25°C 

 

Part 

No. 

Kinematic  

mm²/s 

(cSt) 

Dynamic  

mPa·s 

(cP) 

Density 

(g/mL) 

DIN CUP FORD CUP ISO CUP SHELL CUP ZAHN CUP 

Size 
Drain 

Time(s) 
Size 

Drain 

Time(s) 
Size 

Drain 

Time(s) 
Size 

Drain 

Time(s) 
Size 

Drain 

Time(s) 

C6 8.869 7.350 0.8287     3mm 33.5 
1 52.2 

1 37.1 
2 20.4 

C10 17.05 14.34 0.8411   1 69.8 3mm 47.9 
2 34.6 

1 44.5 
2.5 21.4 

C20 34.03 28.83 0.8472   2 41.6 3mm 82.3 
2.5 39.8 1 59.9 

3 24.5 2 23.7 

C35 65.98 56.31 0.8535   2 63.8 4mm 
51.0 

3 74.3 2 
32.9 

3 35.1  3.5 45.7  

C60 116.4 99.85 0.8578 4mm 37.0 
2 98.8 4mm 

5mm 

86.6 

37.3 

3.5 55.1 2 47.3 

3 57.0 4 34.7   

C100 237.2 204.8 0.8634 4mm 73.5 4 66.1 
5mm 73.2 5 69.8 3 27.8 

6mm 36.6 6 37.5 4 21.0 

C200 459.4 398.4 0.8672 4mm 101.5 5 40.0 6mm 67.8 6 
71.7 

28.9 

3 46.8 

4 36.0 

C350 850.7 740.3 0.8702   5 72.3   6 53.0 
4 

5 

62.5 

37.0 

C600 1460 1275 0.8736         5 63.5 
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Low Temperature Viscosity Standard 

저온 점도 표준시약 

용량 500ml  |  유통기한 24개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Tamper evident security packaging 

 

 
Part No. 

Temperature Kinetic Viscosity 

mm2/s (cSt) 

Dynamic Viscosity 

mPa.s (cP) 

Density 

g/mL ℃ ℉ 

J10 -40 -40 894.8 757.0 0.8460 

P60W0C 

0 32 60.16 
  

-30 -22 463.1 

-40 -40 1164 

N2B 
0 32 4.692 3.873 0.8254 

-20 -4 9.095 7.635 0.8395 

N14B 

-25 -13 3393 2908 0.8570 

-30 -22 5761 4956 0.8602 

-35 -31 10300 8893 0.8634 

-40 -40 19605 16992 0.8667 

N27B 

-17.78 0 2017 1722 0.8535 

-23.33 -10 3437 2946 0.8570 

-26.11 -15 4580 3933 0.8588 

-28.89 -20 6189 5326 0.8606 

-34.44 -30 11851 10242 0.8642 

-40 -40 24522 21278 0.8677 

N105B 

-19 -2.2 30402 26398 0.8683 

-19.5 -3.1 32301 28057 0.8686 

-20 -4 34202 29718 0.8689 

-20.5 -4.9 36301 31553 0.8692 

-21 -5.8 38551 33520 0.8695 

-25 -13 63815 55647 0.8720 

N115B 

-6.67 20 11155 9619 0.8623 

-12.22 10 19690 17044 0.8656 

-17.78 0 36685 31883 0.8691 

-23.33 -10 73165 63844 0.8726 

-26.11 -15 106422 93034 0.8742 

-28.89 -20 158599 138933 0.8760 

N120B 

-39 -38.20 146812 128534 0.8755 

-39.50 -39.10 159232 139455 0.8758 

-40 -40 172601 151216 0.8761 

-40.50 -40.90 187330 164176 0.8764 

-41 -41.80 203000 177970 0.8767 

N400B 

-24 -11.2 59674 51982 0.8711 

-24.5 -12.1 63756 55563 0.8715 

-25 -13 68176 59436 0.8718 

-25.5 -13.9 72906 63581 0.8721 

-26 -14.8 77922 67979 0.8724 

N480B 

-25 -13 148029 129511 0.8749 

-25.5 -13.9 158626 138845 0.8753 

-26 -14.8 170115 148936 0.8755 

-26.11 -15 172971 151471 0.8757 

-26.5 -15.7 182964 160240 0.8758 

-27 -16.6 196579 172243 0.8762 

N1400B 

-11 12.2 
 

133074 0.8837 

-11.5 11.3 150587 141732 0.8839 

-12 10.4 160349 150732 0.8841 

-12.22 10 170492 155081 0.8842 

-12.5 9.5 175391 160739 0.8843 

-13 8.6 181770 171074 0.8846   
193391 

  

JF1-H 
-20 -4 7.241 6.171 0.8522 

-40 -40 17.68 15.32 0.8664 

JF1-L 
-20 -4 3.455 2.825 0.8178 

-40 -40 6.553 5.452 0.8320 

P6000W-40C -40 -40 6953 5989 0.8614 
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High Temperature Viscosity Standard 

고온 점도 표준시약 

용량 500ml  |  유통기한 24개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Tamper evident security packaging 

 

Kinetic viscosity unit: mm2/s (cSt) 

 

Part No. 
20.00°C 25.00°C 37.78°C 40.00°C 50.00°C 60.00°C 80.00°C 98.89°C 100.0°C 135.0°C 150.0°C 

68.00°F 77.00°F 100.0°F 104.0°F 122.0°F 140.0°F 176.0°F 210.0°F 212.0°F 275.0°F 302.0°F 

S3S 4.601 4.058 3.055 2.920 2.417 2.041 1.522 1.207 1.192 - 0.7373 

S6S 10.46 8.869 6.117 5.772 4.528 3.655 2.540 1.913 1.885 - 1.073 

S20S 43.25 34.03 19.89 18.29 12.94 9.563 5.786 3.955 3.877 - 1.876 

S60S 156.9 116.4 59.32 53.39 34.52 23.58 12.56 7.828 7.634 - 3.176 

N100S 329.6 237.2 112.9 100.5 62.05 40.68 20.23 11.99 11.67 - 4.442 

S200S 653.2 459.4 206.4 182.1 108.0 68.32 31.97 18.11 17.58 - 6.173 

S600S 2161 1460 595.4 516.9 286.2 169.9 71.19 37.05 35.81 - 10.79 

N600 - 1460 - - - 169.9 - - - 14.59 - 

S2000S 8387 5454 2017 1722 886.4 490.5 181.2 85.13 81.83 - 20.37 

N2000 - 5454 - - - 490.5 - - - 28.88 - 

S8000S 37441 23622 8094 6819 3298 1714 559.0 235.4 224.9 - 44.50 

S30000S 137405 85244 27825 23270 10822 5410 1618 626.4 595.7 - 96.59 

 

Part No. 
100°C 110°C 120°C 130°C 140°C 150°C 

212°F 230°F 248°F 266°F 284°F 302°F 

N100HT 11.57 9.174 7.433 6.146 5.161 4.404 

S200HT 17.58 13.65 10.88 8.859 7.359 6.173 

S600HT 35.81 26.79 20.63 16.27 13.13 10.79 
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Medical Viscosity Standard 

의료용 점도 표준시약 

용량 표 참고  |  유통기한 12개월  |  원산지 영국 

 
 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Tested in strict accordance with ASTM D2162, the primary method for viscosity standards 

calibration 

 Tamper evident security packaging 

 

 

Part No. 
Dynamic Viscosity (mPa.s) 

25.00°C 

Dynamic Viscosity (mPa.s) 

37.00°C 
Pack Size 

MGVS12-100 1.201 0.9132 100 mL 

MGVS12-500 1.201 0.9137 500 mL 

MGVS16-100 1.606 1.197 100 mL 

MGVS16-500 1.606 1.197 500 mL 

MGVS20-500 1.994 1.461 500 mL 

MGVS20-100 2.002 1.468 100 mL 

MGVS30-500 3.002 2.131 500 mL 

MGVS30-100 3.002 2.131 100 mL 

MGVS40-500 4.009 2.773 500 mL 

MGVS40-100 4.009 2.773 100 mL 

MGVS60-500 6.008 4.007 500 mL 

MGVS60-100 6.008 4.007 100 mL 

MGVS100-500 10.02 6.350 500 mL 

MGVS100-100 10.02 6.350 100 mL 
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Pure Water Viscosity Standard 

순수 점도 표준시약 

용량 100ml  |  유통기한 6개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Certified in strict accordance with ASTM D2162 for 20 °C, 25 °C and 37 °C 

 For use with glass capillary viscometers, automatic viscometers and other viscosity measuring 

equipment 

 Tamper evident security packaging 

 

Kinetic viscosity unit: mm2/s (cSt) 

 

Part No. 
5.00 °C 20.00 °C 25.00 °C 37.00 °C 

41.00 °F 68.00 °F 77.00 °F 98.60 °F 

VISC-WAT 1.5262 1.0034 0.89264 0.69576 

 

Dynamic viscosity unit: mPas (cP) 

 

Part No. 
5.00 °C 20.00 °C 25.00 °C 37.00 °C 

41.00 °F 68.00 °F 77.00 °F 98.60 °F 

VISC-WAT 1.5261 1.0016 0.89000 0.69107 

 

 

 

 

 

Special Blend Viscosity Standard 

모세관 점도계용 점도 표준시약 

용량 500ml  |  유통기한 24개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 For the calibration and verification of glass capillary viscometers and other viscosity 

 Tamper evident security packaging 

 

 
Part No. Certification Data 

K350W10C Custom Viscosity Standard (357.7 mm2/s, 300.1 mPa.s at 10°C) 

P130W-40C Custom Viscosity Standard (130cSt at -40°C) 

P1700W100 Custom Viscosity Standard (1700 cSts @ 100°C) 

P400W135C Custom Viscosity Standard (400 cSts (340 mPa˙s) @ 135°C) 

P600W250F Custom Viscosity Standard (600 cSts (545 mPa˙s) @ 250°F) 

XX-P4150W100C Custom Viscosity Standard (4216 cSts @ 100°C) 
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Mineral Oil Rotational Viscosity Standard 

회전형 점도계용 미네랄 오일 점도 표준시약 

용량 500ml  |  유통기한 24개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Certified in strict accordance with ASTM D2162 at 20°C and 25°C 

 Density g/mL in accordance with ASTM D1480 at 20°C and 25°C 

 Kinematic viscosity at other temperatures are calculated in accordance with ASTM D341 

 Densities at other temperatures are derived from proportional calculations of the measurements 

at 20°C and 25°C 

 500mL inert glass packaging with tamper evident cap provides absolute assurance of sample 

integrity 

 

Dynamic viscosity unit: mPas (cP) 

 

Part No. 
20.00°C 20.50°C 21.00°C 21.50°C 22.00°C 22.50°C 23.00°C 23.50°C 24.00°C 24.50°C 25.00°C 

68.00°F 68.90°F 69.80°F 70.70°F 71.60°F 72.50°F 73.40°F 74.30°F 75.20°F 76.10°F 77.00°F 

RTM1 0.3094 0.3079 0.3064 0.3048 0.3033 0.3018 0.3002 0.2988 0.2973 0.2958 0.2944 

RTM2 0.5195 0.5163 0.5133 0.5102 0.5072 0.5042 0.5010 0.4981 0.4952 0.4923 0.4894 

RTM3 1.012 1.005 0.9966 0.9892 0.9817 0.9742 0.9667 0.9593 0.9519 0.9452 0.9378 

RTM4 2.423 2.396 2.370 2.344 2.317 2.292 2.268 2.243 2.219 2.196 2.172 

RTM5 3.780 3.730 3.681 3.633 3.585 3.539 3.494 3.449 3.405 3.362 3.320 

RTM6 5.446 5.364 5.283 5.204 5.126 5.051 4.976 4.903 4.832 4.762 4.695 

RTM7 8.703 8.550 8.404 8.262 8.123 7.986 7.853 7.723 7.596 7.471 7.350 

RTM8 12.17 11.94 11.71 11.49 11.27 11.07 10.86 10.66 10.46 10.28 10.09 

RTM9 17.66 17.29 16.92 16.56 16.22 15.88 15.56 15.24 14.93 14.63 14.34 

RTM10 26.37 25.75 25.15 24.57 24.01 23.47 22.94 22.43 21.93 21.45 20.98 

RTM11 36.78 35.87 34.98 34.12 33.29 32.49 31.71 30.96 30.22 29.52 28.83 

RTM12 74.13 72.06 70.05 68.11 66.24 64.44 62.71 61.03 59.39 57.83 56.31 

RTM13 100.0 97.07 94.29 91.52 88.92 86.40 83.96 81.62 79.35 77.16 75.05 

RTM14 135.1 130.9 126.9 123.1 119.4 115.8 112.4 109.1 105.8 102.8 99.85 

RTM15 209.9 203.0 196.5 190.1 183.9 178.1 172.5 167.0 161.8 156.8 152.0 

RTM16 285.6 275.9 266.7 257.8 249.3 241.1 233.3 225.7 218.4 211.5 204.8 

RTM17 354.4 342.1 330.5 319.1 308.3 298.0 288.1 278.5 269.4 260.5 252.1 

RTM18 427.6 412.6 398.2 384.4 371.1 358.5 346.3 334.7 323.4 312.7 302.4 

RTM19 501.7 483.7 466.6 450.1 434.3 419.2 404.7 390.8 377.6 364.9 352.6 

RTM20 568.4 548.0 528.4 509.6 491.6 474.4 457.8 442.0 426.9 412.3 398.4 

RTM21 732.2 705.0 679.1 654.2 630.5 607.7 586.0 565.1 545.1 526.0 507.7 

RTM22 1083 1041 1002 963.0 926.9 892.6 859.1 827.5 797.0 768.0 740.3 

RTM23 1136 1098 1061 1027 993.7 961.2 930.4 900.5 871.4 844.0 817.4 

RTM24 1503 1444 1388 1335 1283 1235 1188 1143 1101 1060 1021 

RTM25 1894 1818 1747 1678 1611 1549 1489 1432 1378 1326 1275 

RTM26 2294 2201 2113 2029 1948 1872 1798 1729 1662 1598 1537 

RTM27 3001 2878 2760 2648 2541 2439 2343 2250 2162 2078 1997 

RTM28 4069 3898 3734 3579 3431 3290 3156 3028 2907 2790 2679 

RTM29 6166 5899 5646 5406 5176 4958 4750 4553 4366 4186 4015 

RTM30 7406 7082 6775 6483 6206 5941 5691 5451 5224 5007 4801 

RTM31 9173 8770 8386 8022 7676 7348 7035 6737 6454 6184 5927 

RTM32 9274 8868 8483 8119 7770 7439 7124 6824 6540 6268 6009 

RTM33 12119 11578 11066 10579 10116 9677 9260 8862 8484 8124 7782 

RTM34 12325 11808 11316 10850 10402 9977 9571 9184 8816 8464 8128 

RTM35 15368 14686 14038 13424 12839 12283 11753 11251 10773 10317 9884 

RTM36 23912 22828 21799 20824 19897 19016 18179 17384 16630 15912 15228 

RTM37 33326 31775 30307 28913 27590 26339 25148 24019 22946 21930 20962 

RTM38 66571 63396 60396 57550 54852 52302 49879 47582 45403 43340 41379 

RTM39 123156 117227 111628 106316 101294 96528 92010 87738 83677 79836 76183 

 

Silicone Rotational Viscosity Standard 
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회전형 점도계용 실리콘 점도 표준시약 

용량 600ml  |  유통기한 24개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under our UKAS accreditation 

 600mL of product supplied in a ready to use 'test in pack' container. Note: “Applicable to all 

spindles with the exception of the L1 spindle, further provision should be made when using the L1 

spindle” 

 Tamper evident security packaging 

 

Kinetic viscosity unit: mm2/s (cSt) 

 

Part No. 
20.00°C 25.00°C 

68.00°F 77.00°F 

VIS-RT5-600 5.743 5.278 

VIS-RT10-600 11.81 10.79 

VIS-RT50-600 58.53 53.42 

VIS-RT75-600 88.21 80.38 

VIS-RT100-600 115.2 104.3 

VIS-RT250-600 289.8 263.9 

VIS-RT350-600 410.4 373.4 

VIS-RT500-600 581.1 528.5 

VIS-RT1K-600 1154 1050 

VIS-RT5K-600 5778 5239 

VIS-RT10K-600 11341 10273 

VIS-RT12K-600 13745 12446 

VIS-RT30K-600 33396 30265 

VIS-RT60K-600 64845 58742 

VIS-RT100K-600 108163 98389 
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Small Sample Viscosity Standard 

Houillon 점도계용 점도 표준시약 

용량 60ml  |  유통기한 24개월  |  원산지 영국 

 

 ASTM D7279, Standard Test Method for Kinematic Viscosity of Transparent and Opaque Liquids 

by Automated Houillon Viscometer and other similar type test equipment 

 Certified in strict accordance with ASTM D2162 at 40 ºC and 100 ºC 

 Tamper evident security packaging 

 

 

Part No. Kinematic (cSt) 40°C Kinematic (cSt) 100°C 

HVS01 2.920 1.192 

HVS02 5.772 1.885 

HVS03 10.05 2.646 

HVS04 32.62 5.620 

HVS05 53.39 7.634 

HVS06 100.5 11.67 

HVS07 182.1 17.58 

HVS08 316.1 25.42 

HVS09 516.9 35.81 

HVS10 1013 56.82 

HVS11 1722 81.83 

HVS12 2100 95.45 

HVS13 3435 140.4 

HVS14 6819 224.9 

HVS15 12954 367.7 

HVS16 23270 595.7 
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Viscosity Check Oil Standard 

점도 오일 표준시약 

용량 표 참고  |  유통기한 24개월  |  원산지 영국 

 

 Certified in accordance to ISO 17025 / ISO 17034 

 Kinematic Viscosity mm2/s (cSt) in accordance with ASTM D445 

 Density g/mL in accordance with ASTM D4052 

 CCS Dynamic Viscosity mPa.s (cP) in accordance with ASTM D5293 

 Viscosity Index in accordance with ASTM D2270 

 Fully traceable to National Standards 

 Tamper evident security packaging 

 

 

Part No. 

ASTM D445 

40.00°C 

104.00°F 

mm2/s (cSt) 

ASTM D445 

100.00°C 

212.00°F 

mm2/s (cSt) 

ASTM D2270 

VI 
Pack Size 

CVCO5W30 65.90 11.50 170 500 mL 

CVCO5W30-5L 65.90 11.50 170 5 L 

CVCO10W30 67.27 10.41 142 500 mL 

CVCO10W30-5L 67.27 10.41 142 5 L 

CVCO15W40 103.1 14.30 142 500 mL 

CVCO15W40-5L 103.1 14.30 142 5 L 
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Flash Point Standard 

인화점 표준시약 

용량 표 참고  |  유통기한 12개월  |  원산지 영국 

 

 Fully certified in accordance with ISO 17034 under our accreditation by UKAS 

 All data generated exclusively by ISO 17025 accredited independent laboratories 

 Supplied in tamper evident UN compliant security pack 

 Products under Round Robin * Certification 

 

 

Part No. Certification Test Method Product Nature 
Certified 

Value 
Pack Size 

CRMU-COC-Low ISO 17025 / ISO 17034 ASTM D92 Mineral Oil 111.0°C 3 x 80 mL 

CRMU-COC-Mid ISO 17025 / ISO 17034 ASTM D92 Mineral Oil 165.6°C 3 x 80 mL 

CRMU-COC-High ISO 17025 / ISO 17034 ASTM D92 Mineral Oil 257.5°C 3 x 80 mL 

CRMU-PMCC-Low ISO 17025 / ISO 17034 ASTM D93 Proc A Mineral Oil 77.0°C 3 x 80 mL 

CRMU-PMCC-Mid ISO 17025 / ISO 17034 ASTM D93 Proc A Mineral Oil 151.3°C 3 x 80 mL 

CRMU-PMCC-High ISO 17025 / ISO 17034 ASTM D93 Proc A Mineral Oil 208.4°C 3 x 80 mL 

CRMU-PMGO ISO 17025 / ISO 17034 ASTM D93 Proc A Diesel 73.9°C 250 mL 

CRMU-PMLUB ISO 17025 / ISO 17034 ASTM D93 Proc B Lubricant 101.5°C 250 mL 

CRMU-PMLU ISO 17025 / ISO 17034 ASTM D93 Proc B Lubricant 192.4°C 250 mL 

CRMU-FCLU ISO 17025 / ISO 17034 ASTM D92 Lubricant 255.0°C 250 mL 

CRMU-ABKR ISO 17034 IP 170 Jet Aviation Fuel 38.2°C 250 mL 

CRMU-TAKR ISO 17034 ASTM D56 Jet Aviation Fuel 41.9°C 250 mL 

CRM-ABKR Round Robin * IP 170 Jet Aviation Fuel 40.3°C 250 mL 

CRM-PMGO Round Robin * ASTM D93 Proc A Diesel 66.2°C 250 mL 

CRM-TAKR Round Robin * ASTM D56 Jet Aviation Fuel 41.4°C 250 mL 
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Cleveland Open Cup Flash Point Standard 

COC 인화점 표준시약 

용량 80ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under UKAS accreditation 

 Packaged in 3 X 80mL bottles 

 One bottle per test ensures zero contamination / high end volatile loss 

 Tamper evident security packaging 

 

 
Part No. Test Method Product Nature Certified Value Pack Size 

FP-COC-1 ASTM D92 Mineral Oil 84 °C 3 x 80 mL 

FP-COC-3 ASTM D92 Mineral Oil 164 °C 3 x 80 mL 

FP-COC-4 ASTM D92 Mineral Oil 207 °C 3 x 80 mL 

FP-COC-5 ASTM D92 Mineral Oil 267 °C 3 x 80 mL 

FP-COC-6 ASTM D92 Mineral Oil 110 °C 3 x 80 mL 

 

 

 

 

 

 

 

Pensky Martens Flash Point Standard 

PM 인화점 표준시약 

용량 80ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under UKAS accreditation 

 Packaged in 3 X 80mL bottles 

 One bottle per test ensures zero contamination / high end volatile loss 

 Tamper evident security packaging 

 

 
Part No. Test Method Product Nature Certified Value Pack Size 

FP-PMCC-1 ASTM D93 Proc A Diesel 59.5 °C 3 x 80 mL 

FP-PMCC-2 ASTM D93 Proc A Mineral Oil 76.0 °C 3 x 80 mL 

FP-PMCC-3 ASTM D93 Proc A Mineral Oil 105.0 °C 3 x 80 mL 

FP-PMCC-4 ASTM D93 Proc A Mineral Oil 137.5 °C 3 x 80 mL 

FP-PMCC-5 ASTM D93 Proc A Mineral Oil 179.0 °C 3 x 80 mL 

FP-PMCC-6 ASTM D93 Proc A Mineral Oil 219.5 °C 3 x 80 mL 
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Smoke Point Reference Fuel Blends (RFBs) 

발연점 표준시약 

용량 100ml  |  유통기한 12개월  |  원산지 영국 

 

 Suitable for either automatic or manual measurements of smoke point using ASTM D1322, IP598 

or other applicable methods. 

 Certified in strict accordance to ISO 17025 & ISO 17034 under our UKAS accreditation 

 Highest level of accreditation guarantee, providing the most credible data available worldwide 

 Tamper-evident packaging, providing assurance of sample integrity 

 

 
Part No. Smoke Point (mm) Toluene % (v/v) Iso-Octane % (v/v) 

SPRF-1 14.7 40 60 

SPRF-2 20.2 25 75 

SPRF-3 22.7 20 80 

SPRF-4 25.8 15 85 

SPRF-5 30.2 10 90 

SPRF-6 35.4 5 95 

SPRF-7 42.8 - 100 

SPRF-KIT-7 - - - 

 

 

 

 

Freezing Point Standard 

어는점 표준시약 

용량 250mL  |  유통기한 12개월  |  원산지 영국 

 

 Fully certified in accordance with ISO 17034 under our accreditation by UKAS 

 All data generated exclusively by ISO 17025 accredited independent laboratories 

 Supplied in tamper evident UN compliant security pack 

 

 
Part No. Certification Test Method Product Nature Certified Value Pack Size 

CRMU-FRKR ISO 17034 ASTM D2386, IP 16, ISO 3013 Jet Aviation Fuel -54.0°C 250 mL 
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Pour Point Standard 

유동점 표준시약 

용량 250mL  |  유통기한 12개월  |  원산지 영국 

 

 Fully certified in accordance with ISO 17034 under our accreditation by UKAS 

 All data generated exclusively by ISO 17025 accredited independent laboratories 

 Supplied in tamper evident UN compliant security pack 

 Products under Round Robin * Certification: 

 

 

Part No. Certification Test Method 
Product 

Nature 

Certified 

Value 
Pack Size 

CRMU-PPGO ISO 17034 ASTM D97, IP 15, ISO 3016 Diesel -27.1°C 250 mL 

CRMU-PPLU ISO 17034 ASTM D97, IP 15, ISO 3016 Lubricant -13.0°C 250 mL 

CRMU-PPLU1 ISO 17034 ASTM D97, IP 15, ISO 3016 Lubricant -26.1°C 250 mL 

CRMU-PPLU2 ISO 17034 ASTM D97, IP 15, ISO 3016 Lubricant -38.0°C 250 mL 

CRM-PPGO Round Robin * ASTM D97, IP 15, ISO 3016 Diesel -23.8°C 250 mL 

 

 

 

 

 

 

 

Cloud Point Standard 

구름점 표준시약 

용량 250ml  |  유통기한 12개월  |  원산지 영국 

 

 Fully certified in accordance with ISO 17034 under our accreditation by UKAS 

 All data generated exclusively by ISO 17025 accredited independent laboratories 

 Supplied in tamper evident UN compliant security pack 

 Products under Round Robin * Certification: 

 

 
Part No. Certification Test Method Product Nature Certified Value Pack Size 

CRMU-CPGO ISO 17034 ASTM D2500 / ISO 3015, IP 219 Diesel -6.4 °C 250 mL 

CRM-CPGO Round Robin * ASTM D2500 / ISO 3015, IP 219 Diesel -7.7 °C 250 mL 
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Distillation Standard 

증류 표준시약 

용량 250ml  |  유통기한 12개월  |  원산지 영국 

 

 Fully certified in accordance with ISO 17034 under our accreditation by UKAS 

 All data generated exclusively by ISO 17025 accredited independent laboratories 

 Supplied in tamper evident UN compliant security pack 

 Products under Round Robin * Certification: 

 

 
Part No. Certification Test Method Product Nature Certified Value Pack Size 

CRMU-DIGO ISO 17034 ASTM D86, IP 123. EN ISO 3405 Diesel 157.7°C - 354.6°C 250 mL 

CRMU-DIGA ISO 17034 ASTM D86, IP 123. EN ISO 3405 Gasoline (Unleaded) 25.6°C - 171.7°C 250 mL 

CRMU-DIKR ISO 17034 ASTM D86, IP 123. EN ISO 3405 Jet Aviation Fuel 178.9°C - 254.8°C 250 mL 

CRM-DIGO Round Robin * ASTM D86, IP 123. EN ISO 3405 Diesel 172.8 °C - 364.5 °C 250 mL 

CRM-DIGA Round Robin * ASTM D86, IP 123. EN ISO 3405 Gasoline (Unleaded) 27.1°C - 178.4°C 250 mL 

 

 

 

 

 

 

 

Density Standard 

밀도 표준시약 

용량 250ml  |  유통기한 12개월  |  원산지 영국 

 

 Fully certified in accordance with ISO 17034 under our accreditation by UKAS 

 All data generated exclusively by ISO 17025 accredited independent laboratories 

 Supplied in tamper evident UN compliant security pack 

 Products under Round Robin * Certification: 

 

 
Part No. Certification Test Method Product Nature Certified Value 

CRMU-DEGO ISO 17025 / ISO 17034 ASTM D4052, IP 365, ISO 12185 Diesel 0.83588 g/mL @ 15°C 

CRMU-DEGA ISO 17025 / ISO 17034 ASTM D4052, IP 365, ISO 12185 Gasoline 0.73101 g/mL @ 15°C 

CRMU-DEKR ISO 17034 ASTM D4052, IP 365, ISO 12185 Jet Aviation Fuel 0.79345 g/mL @ 15°C 

CRMU-DELU ISO 17034 ASTM D4052, IP 365, ISO 12185 Lubricant 0.86787 g/mL @ 15°C 

CRM-DEGA Round Robin * ASTM D4052, IP 365, ISO 12185 Gasoline (Unleaded) 0.7277 g/mL @ 15°C 

CRM-DEGO Round Robin * ASTM D4052, IP 365, ISO 12185 Diesel 0.8375 g/mL @ 15°C 

CRM-DEKR Round Robin * ASTM D4052, IP 365, ISO 12185 Jet Aviation Fuel 0.8025 g/mL @ 15°C 
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Diesel -Parameter Standard 

디젤 점도밀도인화점구름점저온필터 막힘점증류 표준시약 

용량 500mL  |  유통기한 18개월  |  원산지 영국 

 

 Fully dual certified in accordance with ISO 17025 and ISO 17034 under our accreditation by UKAS 

 Certified for Viscosity, Density, Flash Point, Cloud Point, CFPP & Distillation using ASTM / IP and EN 

test method protocols 

 Multiple test parameters provide a flexible and cost effective solution 

 All data generated exclusively by UKAS ISO 17025 accredited laboratories 

 500mL inert glass packaging with tamper evident cap provides absolute assurance of sample 

integrity 

 

 

Product Code Accreditation Product Nature 

CRMU-MPGO ISO 17025 / ISO 17034 Diesel 

 

Characteristic Certified Value 
Expanded Test Method Certification 

Uncertainties Employed Procedure 

Kinematic Viscosity @ 

40 °C 
2.835 mm²/s (cSt) +/- 0.07 % ASTM D 2162 

Single laboratory, 

primary methods Dynamic Viscosity @ 

40 °C 
2.322 mPa.s (cP) +/- 0.07 % ASTM D 2162 

Density @ 15 °C, Digital 

Density Meter 
0.83660 g/mL +/- 0.00007 g/mL ASTM D 4052 

Method specific inter-

laboratory study 

Cloud Point -6.2 °C +/- 1.0 °C IP 219 

CFPP -24.4 °C +/- 1.0 °C IP 309 

Distillation IBP 157.6 °C +/- 1.0 °C ASTM D 86 

5% v/v recovered 184.9 °C +/- 1.3 °C ASTM D 86 

10% v/v recovered 199.1 °C +/- 1.1 °C ASTM D 86 

20% v/v recovered 226.8 °C +/- 0.9 °C ASTM D 86 

30% v/v recovered 248.6 °C +/- 0.6 °C ASTM D 86 

40% v/v recovered 265.0 °C +/- 0.5 °C ASTM D 86 

50% v/v recovered 277.8 °C +/- 0.4 °C ASTM D 86 

60% v/v recovered 289.4 °C +/- 0.4 °C ASTM D 86 

70% v/v recovered 300.8 °C +/- 0.4 °C ASTM D 86 

80% v/v recovered 313.5 °C +/- 0.3 °C ASTM D 86 

90% v/v recovered 330.4 °C +/- 0.5 °C ASTM D 86 

95% v/v recovered 344.4 °C +/- 0.8 °C ASTM D 86 

FBP 354.2 °C +/- 0.9 °C ASTM D 86 

Flash Point, PMCC 60.7 °C +/- 0.6 °C ASTM D 93 Procedure A 

*CRM Limit 3.0 °C -   
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Lubricant Multi-Parameter Standard 

윤활유 점도밀도인화점구름점저온필터 막힘점증류 표준시약 

용량 500mL  |  유통기한 18개월  |  원산지 영국 

 

 Fully dual certified in accordance with ISO 17025 and ISO 17034 under our accreditation by UKAS 

 Certified for Viscosity, Density, Flash Point, Cloud Point, CFPP & Distillation using ASTM / IP and EN 

test method protocols 

 Multiple test parameters provide a flexible and cost effective solution 

 All data generated exclusively by UKAS ISO 17025 accredited laboratories 

 500mL inert glass packaging with tamper evident cap provides absolute assurance of sample 

integrity 

 

 

Product Code Accreditation Product Nature 

CRMU-MPLU ISO 17025 / ISO 17034 Lubricant 

 

Characteristic Certified Value 
Expanded Test Method Certification 

Uncertainties Employed Procedure 

Density @ 15 °C 0.8665 g/mL +/- 0.01 g/mL ASTM D1480 

Single laboratory, 

primary method 

Density @ 40 °C 0.8507 g/mL +/- 0.01 g/mL ASTM D1480 

Density @ 100 °C 0.8133 g/mL +/- 0.01 g/mL ASTM D1480 

Kinematic Viscosity @ 

40 °C 
97.87 mm²/s (cSt) +/- 0.15 % ASTM D2162 

Kinematic Viscosity @ 

100 °C 
14.20 mm²/s (cSt) +/- 0.12 % ASTM D2162 

Acid Number 2.42 mg KOH/g +/- 1.1 % ASTM D664 
Single laboratory 

Base Number 10.16 mg KOH/g +/- 1.1 % ASTM D2896 

Zinc 833 mg/kg +/- 47 mg/kg ASTM D5185 

Method specific inter-

laboratory study 

Calcium 1364 mg/kg +/- 56 mg/kg ASTM D5185 

Phosphorous 766 mg/kg +/- 45 mg/kg ASTM D5185 

Magnesium 984 mg/kg +/- 73 mg/kg ASTM D5185 

Flash Point (COC) 233.0 °C +/- 4.6 °C ASTM D92 

Flash Point (PMCC) 209.3 °C +/- 1.3 °C ASTM D93 (Proc. A) 

Pour Point -39.3 °C +/- 2.4 °C IP 15 
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Jet Aviation Fuel / Gasoline / Diesel Standard 

항공유가솔린디젤 표준시약 

용량 표 참고  |  유통기한 12개월  |  원산지 영국 

 

 Fully certified in accordance with ISO 17034 under our accreditation by UKAS 

 All data generated exclusively by ISO 17025 accredited independent laboratories 

 Supplied in tamper evident UN compliant security pack  

 Products under Round Robin * Certification: 

 

 
Part No. Certification Test Method Certified Value Pack Size 

CRMU-FIKR ISO 17034 FIA Aromatics ASTM D1319 17.18 % Vol. 250 mL 

CRMU-ADKR ISO 17034 Acidity ASTM D3242 0.0031 mg KOH/g 250 mL 

CRMU-APKR ISO 17034 Aniline Point ASTM D611 58.39°C 250 mL 

CRMU-SPKR ISO 17034 Smoke Point ASTM D1322 / IP 57 24.47 mm 250 mL 

CRM-ADKR Round Robin * Acidity ASTM D3242 0.0085 mg KOH/g 250 mL 

CRM-APKR Round Robin * Aniline Point ASTM D611 56.60°C 250 mL 

CRM-FIKR Round Robin * FIA Aromatics ASTM D1319 20.1 % Vol. 250 mL 

CRM-ACGA Round Robin * Aromatics Content 
ASTM D1319, ASTM 

D5580, ISO 22854 
22.2 % 250 mL 

CRM-BEGA Round Robin * Benzene Content 
ASTM D4053, ISO 

22854 
0.50 % Vol. 250 mL 

CRM-OMGA Round Robin * 
Motor Octane 

Number 
ASTM D2700 85.9 1 L 

CRM-ORGA Round Robin * Res. Octane Number ASTM D2699 97.2 1 L 

CRM-VPGA Round Robin * 
Vapour Pressure 

(DVPE) 
ASTM D5191 84.6 kPa 250 mL 

CRM-CNGO Round Robin * Cetane Number ASTM D613 52.6 1 L 

 

 

 

 

FAME (Fatty Acid Methyl Ester) Standard 

바이오 디젤 표준시약 

용량 250ml  |  유통기한 12개월  |  원산지 영국 

 

 Fully certified in accordance with ISO 17034 under our accreditation by UKAS 

 All data generated exclusively by ISO 17025 accredited independent laboratories 

 Supplied in tamper evident UN compliant security pack 

 Products under Round Robin * Certification: 

 

 
Part No. Certification Test Method Product Nature Certified Value Pack Size 

CRM-FAGO Round Robin * EN 14078 / IP 579 Diesel 6.94 % (% Volume, Range B) 250 mL 
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Synthetic Diesel Sulfur Standard 

합성 디젤 황 표준시약 

용량 100ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified in strict accordance to ISO 17025 and ISO 17034 under our UKAS accreditation 

 Suitable for but not limited to internationally recognised test methods and protocol: ASTM D2622, 

ASTM D4294, ASTM D5453, ASTM D7039, IP 336, IP 496, IP 497 

 Tamper-evident glass packaging, providing assurance of sample integrity 

 

 
Part No. Concentration Matrix 

GOSU-BLK 0.20 ppm / 0.00002 % (w/w) Synthetic Diesel 

GOSU-01 5 ppm / 0.0005 % (w/w) Synthetic Diesel 

GOSU-02 10 ppm / 0.0010 % (w/w) Synthetic Diesel 

GOSU-03 25 ppm / 0.0025 % (w/w) Synthetic Diesel 

GOSU-04 50 ppm / 0.0050 % (w/w) Synthetic Diesel 

GOSU-05 100 ppm / 0.0100 % (w/w) Synthetic Diesel 

GOSU-06 250 ppm / 0.0250 % (w/w) Synthetic Diesel 

GOSU-07 300 ppm / 0.0300 % (w/w) Synthetic Diesel 

GOSU-08 500 ppm / 0.0500 % (w/w) Synthetic Diesel 

GOSU-09 700 ppm / 0.0700 % (w/w) Synthetic Diesel 

GOSU-10 750 ppm / 0.0750 % (w/w) Synthetic Diesel 

GOSU-11 1000 ppm / 0.1000 % (w/w) Synthetic Diesel 

GOSU-12 2500 ppm / 0.2500 % (w/w) Synthetic Diesel 

GOSU-13 3000 ppm / 0.3000 % (w/w) Synthetic Diesel 

GOSU-14 5000 ppm / 0.5000 % (w/w) Synthetic Diesel 

GOSU-15 10000 ppm / 1.0000 % (w/w) Synthetic Diesel 

GOSU-16 15000 ppm / 1.5000 % (w/w) Synthetic Diesel 

GOSU-17 20000 ppm / 2.0000 % (w/w) Synthetic Diesel 

GOSU-18 30000 ppm / 3.0000 % (w/w) Synthetic Diesel 

GOSU-19 40000 ppm / 4.0000 % (w/w) Synthetic Diesel 

GOSU-20 50000 ppm / 5.0000 % (w/w) Synthetic Diesel 
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Kerosene (Odourless) Sulfur Standard 

등유 황 표준시약 

용량 100ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified in strict accordance to ISO 17025 and ISO 17034 under our UKAS accreditation 

 Suitable for but not limited to internationally recognised test methods and protocol: ASTM D2622, 

ASTM D3120, ASTM D4294, ASTM D5453, ASTM D7039, IP 336, IP 496, IP 497 

 Tamper-evident glass packaging, providing assurance of sample integrity 

 

 
Part No. Concentration Matrix 

KRSU-BLK 0.07 ppm / 0.0000 % (w/w) Kerosene (Odourless) 

KRSU-01 5 ppm / 0.0005 % (w/w) Kerosene (Odourless) 

KRSU-02 10 ppm / 0.0010 % (w/w) Kerosene (Odourless) 

KRSU-03 25 ppm / 0.0025 % (w/w) Kerosene (Odourless) 

KRSU-04 50 ppm / 0.0050 % (w/w) Kerosene (Odourless) 

KRSU-05 100 ppm / 0.0100 % (w/w) Kerosene (Odourless) 

KRSU-06 250 ppm / 0.0250 % (w/w) Kerosene (Odourless) 

KRSU-07 300 ppm / 0.0300 % (w/w) Kerosene (Odourless) 

KRSU-08 500 ppm / 0.0500 % (w/w) Kerosene (Odourless) 

KRSU-09 700 ppm / 0.0700 % (w/w) Kerosene (Odourless) 

KRSU-10 750 ppm / 0.0750 % (w/w) Kerosene (Odourless) 

KRSU-11 1000 ppm / 0.1000 % (w/w) Kerosene (Odourless) 

KRSU-12 2500 ppm / 0.2500 % (w/w) Kerosene (Odourless) 

KRSU-13 3000 ppm / 0.3000 % (w/w) Kerosene (Odourless) 

KRSU-14 5000 ppm / 0.5000 % (w/w) Kerosene (Odourless) 

KRSU-15 10000 ppm / 1.0000 % (w/w) Kerosene (Odourless) 

KRSU-16 15000 ppm / 1.5000 % (w/w) Kerosene (Odourless) 

KRSU-17 20000 ppm / 2.0000 % (w/w) Kerosene (Odourless) 

KRSU-18 30000 ppm / 3.0000 % (w/w) Kerosene (Odourless) 

KRSU-19 40000 ppm / 4.0000 % (w/w) Kerosene (Odourless) 

KRSU-20 50000 ppm / 5.0000 % (w/w) Kerosene (Odourless) 
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Sulphur / Mercaptan Sulphur Standard 

황 메르캅탄 표준시약 

용량 250ml  |  유통기한 12개월  |  원산지 영국 

 

 Products under ISO 17034 Certification: 

 Fully certified in accordance with ISO 17034 under our accreditation by UKAS 

 All data generated exclusively by ISO 17025 accredited independent laboratories 

 Supplied in tamper evident UN compliant security pack  

 Products under Round Robin * Certification: 

 

 

Part No. Certification Test Method Product Nature 
Certified 

Value 
Pack Size 

CRMU-SUKR ISO 17034 ASTM D3227, IP 342, ISO 3012 Jet Aviation Fuel 13.5 mg/kg 250 mL 

CRM-SUGOLO Round Robin * ASTM D5453, ISO 20846 Diesel 7.01 mg/kg 250 mL 

CRM-SUKR Round Robin * ASTM D3227, IP 342, ISO 3012 Jet Aviation Fuel 7.70 mg/kg 250 mL 
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Light Mineral Oil Sulfur Standard 

미네랄 오일 황 표준시약 

용량 100ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified in strict accordance to ISO 17025 and ISO 17034 under our UKAS accreditation 

 Suitable for but not limited to internationally recognised test methods and protocol: ASTM D2622, 

ASTM D4294, ASTM D5453, ASTM D7039, IP 336, IP 496, IP 497 

 Tamper-evident glass packaging, providing assurance of sample integrity 

 

 
Part No. Concentration Matrix 

LMSU-BLK 0.32 ppm / 0.00003 % (w/w) Light Mineral Oil 

LMSU-01 5 ppm / 0.0005 % (w/w) Light Mineral Oil 

LMSU-02 10 ppm / 0.0010 % (w/w) Light Mineral Oil 

LMSU-03 25 ppm / 0.0025 % (w/w) Light Mineral Oil 

LMSU-04 50 ppm / 0.0050 % (w/w) Light Mineral Oil 

LMSU-05 100 ppm / 0.0100 % (w/w) Light Mineral Oil 

LMSU-06 250 ppm / 0.0250 % (w/w) Light Mineral Oil 

LMSU-07 300 ppm / 0.0300 % (w/w) Light Mineral Oil 

LMSU-08 500 ppm / 0.0500 % (w/w) Light Mineral Oil 

LMSU-09 700 ppm / 0.0700 % (w/w) Light Mineral Oil 

LMSU-10 750 ppm / 0.0750 % (w/w) Light Mineral Oil 

LMSU-11 1000 ppm / 0.1000 % (w/w) Light Mineral Oil 

LMSU-12 2500 ppm / 0.2500 % (w/w) Light Mineral Oil 

LMSU-13 3000 ppm / 0.3000 % (w/w) Light Mineral Oil 

LMSU-14 5000 ppm / 0.5000 % (w/w) Light Mineral Oil 

LMSU-15 10000 ppm / 1.0000 % (w/w) Light Mineral Oil 

LMSU-16 15000 ppm / 1.5000 % (w/w) Light Mineral Oil 

LMSU-17 20000 ppm / 2.0000 % (w/w) Light Mineral Oil 

LMSU-18 30000 ppm / 3.0000 % (w/w) Light Mineral Oil 

LMSU-19 40000 ppm / 4.0000 % (w/w) Light Mineral Oil 

LMSU-20 50000 ppm / 5.0000 % (w/w) Light Mineral Oil 
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Heavy Mineral Oil Sulfur Standard 

미네랄 오일 황 표준시약 

용량 100ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified in strict accordance to ISO 17025 and ISO 17034 under our UKAS accreditation 

 Suitable for but not limited to internationally recognised test methods and protocol: ASTM D2622, 

ASTM D4294, ASTM D5453, ASTM D7039, IP 336, IP 496, IP 497 

 Tamper-evident glass packaging, providing assurance of sample integrity 

 

 
Part No. Concentration Matrix 

HMSU-BLK 1.38 ppm / 0.00014 % (w/w) Heavy Mineral Oil 

HMSU-01 5 ppm / 0.0005 % (w/w) Heavy Mineral Oil 

HMSU-02 10 ppm / 0.0010 % (w/w) Heavy Mineral Oil 

HMSU-03 25 ppm / 0.0025 % (w/w) Heavy Mineral Oil 

HMSU-04 50 ppm / 0.0050 % (w/w) Heavy Mineral Oil 

HMSU-05 100 ppm / 0.0100 % (w/w) Heavy Mineral Oil 

HMSU-06 250 ppm / 0.0250 % (w/w) Heavy Mineral Oil 

HMSU-07 300 ppm / 0.0300 % (w/w) Heavy Mineral Oil 

HMSU-08 500 ppm / 0.0500 % (w/w) Heavy Mineral Oil 

HMSU-09 700 ppm / 0.0700 % (w/w) Heavy Mineral Oil 

HMSU-10 750 ppm / 0.0750 % (w/w) Heavy Mineral Oil 

HMSU-11 1000 ppm / 0.1000 % (w/w) Heavy Mineral Oil 

HMSU-12 2500 ppm / 0.2500 % (w/w) Heavy Mineral Oil 

HMSU-13 3000 ppm / 0.3000 % (w/w) Heavy Mineral Oil 

HMSU-14 5000 ppm / 0.5000 % (w/w) Heavy Mineral Oil 

HMSU-15 10000 ppm / 1.0000 % (w/w) Heavy Mineral Oil 

HMSU-16 15000 ppm / 1.5000 % (w/w) Heavy Mineral Oil 

HMSU-17 20000 ppm / 2.0000 % (w/w) Heavy Mineral Oil 

HMSU-18 30000 ppm / 3.0000 % (w/w) Heavy Mineral Oil 

HMSU-19 40000 ppm / 4.0000 % (w/w) Heavy Mineral Oil 

HMSU-20 50000 ppm / 5.0000 % (w/w) Heavy Mineral Oil 
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Total Acid Number (TAN) Standard 

전산가 표준시약 

용량 표 참고  |  유통기한 24개월  |  원산지 영국 

 

 Acid Number (TAN) tested and certified in accordance with ASTM D664 / IP 177 

 Certified in strict accordance to ISO 17025 and ISO 17034 under our UKAS accreditation 

 Typically used in, but not limited to, the analysis of used oils and lubricants 

 Supplied as single volume packs or as triple packs 

 Supplied in tamper-evident glass packaging, providing assurance of sample integrity 

 

 
Part No. Test Method Certified Value (mg KOH/g) Pack Size 

TAN001 ASTM D664 Method A 0.11 125 g 

TAN001/3 ASTM D664 Method A 0.11 3 x 125 g 

TAN005 ASTM D664 Method A 0.51 125 g 

TAN005/3 ASTM D664 Method A 0.51 3 x 125 g 

TAN010 ASTM D664 Method A 1.03 125 g 

TAN010/3 ASTM D664 Method A 1.03 3 x 125 g 

TAN015 ASTM D664 Method A 1.53 125 g 

TAN015/3 ASTM D664 Method A 1.53 3 x 125 g 

TAN020 ASTM D664 Method A 2.05 50 g 

TAN020/3 ASTM D664 Method A 2.05 3 x 50 g 

TAN025 ASTM D664 Method A 2.44 50 g 

TAN025/3 ASTM D664 Method A 2.44 3 x 50 g 

TAN030 ASTM D664 Method A 2.99 50 g 

TAN030/3 ASTM D664 Method A 2.99 3 x 50 g 

TAN050 ASTM D664 Method A 4.94 50 g 

TAN050/3 ASTM D664 Method A 4.94 3 x 50 g 

TAN100 ASTM D664 Method A 10.14 50 g 

TAN100/3 ASTM D664 Method A 10.14 3 x 50 g 
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Total Base Number (TBN) Standard 

전알칼리가 표준시약 

용량 표 참고  |  유통기한 24개월  |  원산지 영국 

 

 Base Number (BN) tested and certified in accordance with ASTM D2896 / IP 276 

 Certified in strict accordance to ISO 17025 and ISO 17034 under our UKAS accreditation 

 Typically used in, but not limited to, the analysis of used oils and lubricants 

 Supplied as single volume packs or as triple packs 

 Supplied in tamper-evident glass packaging, providing assurance of sample integrity 

 

 
Part No. Test Method Certified Value (mg KOH/g) Pack Size 

TBN1 ASTM D2896 1.00 125 g 

TBN1/3 ASTM D2896 1.00 3 x 125 g 

TBN3 ASTM D2896 3.03 50 g 

TBN3/3 ASTM D2896 3.03 3 x 50 g 

TBN6 ASTM D2896 6.03 50 g 

TBN6/3 ASTM D2896 6.03 3 x 50 g 

TBN10 ASTM D2896 10.09 50 g 

TBN10/3 ASTM D2896 10.09 3 x 50 g 

TBN15 ASTM D2896 15.25 50 g 

TBN15/3 ASTM D2896 15.25 3 x 50 g 

TBN30 ASTM D2896 30.09 50 g 

TBN30/3 ASTM D2896 30.09 3 x 50 g 

TBN40 ASTM D2896 40.06 50 g 

TBN40/3 ASTM D2896 40.06 3 x 50 g 

TBN70 ASTM D2896 70.80 50 g 

TBN70/3 ASTM D2896 70.80 3 x 50 g 
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Refractive Index Standard 

굴절률 표준시약 

용량 10ml  |  유통기한 12개월  |  원산지 영국 

 

 Refractive Index Certified Reference Materials at 20 °C, 25 °C and 30 °C 

 Certified in strict accordance to ISO 17025 and ISO 17034 under our UKAS accreditation 

 All measurements are fully traceable to NIST and international protocols 

 

 

Part No. Matrix 20 °C 25 °C 30 °C Pack Size 

PS-RI-01 Water 1.33299 1.33250 1.33193 10 mL 

PS-RI-01K Water 1.33299 1.33250 1.33193 5 x 10 mL 

PS-RI-02 Isooctane 1.39144 1.38898 1.38650 10 mL 

PS-RI-02K Isooctane 1.39144 1.38898 1.38650 5 x 10 mL 

PS-RI-03 Silicone Oil 1.40413 1.40219 1.40023 10 mL 

PS-RI-03K Silicone Oil 1.40413 1.40219 1.40023 5 x 10 mL 

PS-RI-04 Dodecane 1.42171 1.41958 1.41740 10 mL 

PS-RI-04K Dodecane 1.42171 1.41958 1.41740 5 x 10 mL 

PS-RI-05 Methylcyclohexane 1.42307 1.42056 1.41800 10 mL 

PS-RI-05K Methylcyclohexane 1.42307 1.42056 1.41800 5 x 10 mL 

PS-RI-06 Mineral Oil 1.45923 1.45730 1.45533 10 mL 

PS-RI-06K Mineral Oil 1.45923 1.45730 1.45533 5 x 10 mL 

PS-RI-07 Toluene 1.49681 1.49399 1.49115 10 mL 

PS-RI-07K Toluene 1.49681 1.49399 1.49115 5 x 10 mL 

PS-RI-08 Phenylmethylsiloxane Polymer 1.53680 1.53491 1.53300 10 mL 

PS-RI-08K Phenylmethylsiloxane Polymer 1.53680 1.53491 1.53300 5 x 10 mL 

PS-RI-09 Dichlorotoluene 1.54628 1.54399 1.54163 10 mL 

PS-RI-09K Dichlorotoluene 1.54628 1.54399 1.54163 5 x 10 mL 

PS-RI-10 Bromonaphthalene 1.65790 1.65557 1.65324 10 mL 

PS-RI-10K Bromonaphthalene 1.65790 1.65557 1.65324 5 x 10 mL 
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Sucrose Brix / Refractive Index Standard 

당도굴절률 표준시약 

용량 15ml  |  유통기한 6주  |  원산지 영국 

 

 Certified according to ISO 17025 / ISO 17034 under UKAS accreditation 

 Primary level refractive index standards traceable to National Standards 

 Manufactured in accordance with ICUMSA Methods 

 Supplied in tamper evident packs 

 

 
Part No. Brix Certified Value Index 

SS00 0.00 Pure Water 1.33299 

SS05 5.00 5.00 1.34026 

SS075 7.5 7.50 1.34401 

SS10 10 10.00 1.34782 

SS112 11.2 11.20 1.34968 

SS115 11.5 11.50 1.35015 

SS12 12 12.00 1.35093 

SS125 12.5 12.50 1.35171 

SS15 15 15.00 1.35568 

SS16 16 16.00 1.35729 

SS20 20 20.00 1.36384 

SS25 25 25.00 1.37233 

SS30 30 30.00 1.38115 

SS35 35 35.00 1.39032 

SS40 40 40.00 1.39986 

SS45 45 45.00 1.40978 

SS50 50 50.00 1.42009 

SS55 55 55.00 1.4308 

SS60 60 60.00 1.44193 
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Refractive Index / Density Multi Standard 

굴절률밀도 표준시약 

용량 30ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified in strict accordance to ISO 17025 and ISO 17034 under our UKAS accreditation 

 Density certified in accordance with primary level ASTM D1480 methodology 

 All measurements are fully traceable to NIST and international protocols 

 

Refractive Index 

 
Part No. 15 °C 20 °C 25 °C 

PS-RVD-01 1.33339 1.33299 1.33249 

PS-RVD-02 1.42389 1.42172 1.41959 

PS-RVD-03 1.54862 1.54633 1.54403 

PS-RVD-04 1.66014 1.65789 1.65555 

 

Density 

 
Part No. 15 °C 20 °C 25 °C 

PS-RVD-01 0.99911 0.99816 0.99705 

PS-RVD-02 0.75246 0.74888 0.74520 

PS-RVD-03 1.25478 1.24956 1.24430 

PS-RVD-04 1.48754 1.48253 1.47751 
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Density Standard 

밀도 표준시약 

용량 60ml  |  유통기한 표 참고  |  원산지 영국 

 

 Dual certified to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Certified in accordance with primary level ASTM D1480 methodology 

 Supplied in tamper evident packaging 

 

Certified Values 15°C 

 

Part No. Nominal certified value g/mL Pack Size Shelf Life 

DEN15-01 0.6641 60 ml 2 years 

DEN15-02 0.7159 60 ml 2 years 

DEN15-03 0.7826 60 ml 2 years 

DEN15-04 0.8167 60 ml 2 years 

DEN15-05 0.8475 60 ml 2 years 

DEN15-06 0.8640 60 ml 2 years 

DEN15-07 0.8794 60 ml 2 years 

DEN15-08 0.9415 60 ml 1 year 

DEN15-09 0.9825 60 ml 1 year 

DEN15-10 1.0231 60 ml 1 year 

DEN15-11 1.0680 60 ml 1 year 

DEN15-12 1.1277 60 ml 1 year 

DEN15-13 1.1960 60 ml 1 year 

DEN15-14 1.2858 60 ml 1 year 

DEN15-15 1.6309 60 ml 1 year 

 

Certified Values 20°C 

 
Part No. Nominal certified value g/mL Pack Size Shelf Life 

DEN20-01 0.6596 60 ml 2 years 

DEN20-02 0.7118 60 ml 2 years 

DEN20-03 0.7788 60 ml 2 years 

DEN20-04 0.8383 60 ml 2 years 

DEN20-05 0.8504 60 ml 2 years 

DEN20-06 0.8717 60 ml 2 years 

DEN20-07 0.9380 60 ml 1 year 

DEN20-08 0.9813 60 ml 1 year 

DEN20-09 1.0219 60 ml 1 year 

DEN20-10 1.0662 60 ml 1 year 

DEN20-11 1.1252 60 ml 1 year 

DEN20-12 1.1913 60 ml 1 year 

DEN20-13 1.2830 60 ml 1 year 

DEN20-14 1.6226 60 ml 1 year 
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Density Standard 
 

Certified Values 25°C 

 
Part No. Nominal certified value g/mL Pack Size Shelf Life 

DEN25-01 0.6550 60 ml 2 years 

DEN25-02 0.7077 60 ml 2 years 

DEN25-03 0.7750 60 ml 2 years 

DEN25-04 0.8349 60 ml 2 years 

DEN25-05 0.8687 60 ml 2 years 

DEN25-06 0.9343 60 ml 1 year 

DEN25-07 0.9798 60 ml 1 year 

DEN25-08 1.0204 60 ml 1 year 

DEN25-09 1.0642 60 ml 1 year 

DEN25-10 1.1227 60 ml 1 year 

DEN25-11 1.1867 60 ml 1 year 

DEN25-12 1.2801 60 ml 1 year 

DEN25-13 1.6143 60 ml 1 year 

 

Certified Values 40°C 

 

Part No. Nominal certified value g/mL Pack Size Shelf Life 

DEN40-01 0.6412 60 ml 2 years 

DEN40-02 0.6953 60 ml 2 years 

DEN40-03 0.7990 60 ml 2 years 

DEN40-04 0.8248 60 ml 2 years 

DEN40-05 0.8716 60 ml 2 years 

 

Certified Values 50°C 

 
Part No. Nominal certified value g/mL Pack Size Shelf Life 

DEN50-01 0.7920 60 ml 2 years 

DEN50-02 0.8120 60 ml 2 years 

DEN50-03 0.8659 60 ml 2 years 

 

Certified Values 60°C 

 
Part No. Nominal certified value g/mL Pack Size Shelf Life 

DEN60-01 0.7939 60 ml 24-48 hours 

DEN60-02 0.8183 60 ml 24-48 hours 

DEN60-03 0.8681 60 ml 24-48 hours 

 

Certified Values 70°C 

 

Part No. Nominal certified value g/mL Pack Size Shelf Life 

DEN80-01 0.7800 60 ml 2 years 

DEN80-02 0.8238 60 ml 2 years 

DEN80-03 0.8571 60 ml 2 years 
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Density Standard 
 

Certified Values 100°C 

 

Part No. Nominal certified value g/mL Pack Size Shelf Life 

DEN100-01 0.7660 60 ml 2 years 

DEN100-02 0.8114 60 ml 2 years 

DEN100-03 0.8537 60 ml 2 years 

 

Certified Values 150°C 

 
Part No. Nominal certified value g/mL Pack Size Shelf Life 

DEN150-01 0.7303 60 ml 2 years 

DEN150-02 0.7807 60 ml 2 years 

DEN150-03 0.8271 60 ml 2 years 

 

 

 

 

 

 

 

 

 

 

Pure Water Density Standard 

순수 밀도 표준시약 

용량 표 참고  |  유통기한 12개월  |  원산지 영국 

 

 Dual certified to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Certified in accordance with primary level ASTM D1480 methodology 

 The reagent water meets the definition of Type II in the Specification ASTM D1193 

 Supplied in tamper evident packaging 

 Available as single bottle packs or triple pack kits 

 

 
Part No. Density g/mL 15°C Density g/mL 20°C Density Value 25°C Pack Size 

DEN-WAT 0.99910 0.99821 0.99702 60 mL 

DEN-WAT3 0.99910 0.99821 0.99702 3 x 60 mL 
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Relative Density Standard 

상대밀도 표준시약 

용량 500ml  |  유통기한 24개월  |  원산지 영국 

 

 15/20/25 °C Relative Density Standards 

 Dual certified to ISO 17025 / ISO 17034 under our UKAS accreditation 

 Certified in accordance with primary level ASTM D1480 methodology 

 The Relative density was calculated by dividing the density, as obtained from ASTM D1480, by the 

density of water at the reference temperature 

 The density of water was taken from the table denoted "Density of Water" found in ASTM D1480 

and confirms to the International Temperature Scale (ITS 90) 

 Supplied in tamper evident packaging 

 

Certified Values 15°C 

 
Part No. Relative Density 15/4 Relative Density 15/15 

RDEN15-01 0.6641 0.6647 

RDEN15-02 0.7159 0.7165 

RDEN15-03 0.7826 0.7833 

RDEN15-04 0.8167 0.8174 

RDEN15-05 0.8475 0.8483 

RDEN15-06 0.8640 0.8648 

RDEN15-07 0.8794 0.8802 

 

Certified Values 20°C 

 

Part No. Relative Density 20/4 Relative Density 20/15 

RDEN20-01 0.6596 0.6602 

RDEN20-02 0.7118 0.7124 

RDEN20-03 0.7788 0.7795 

RDEN20-04 0.8383 0.8391 

RDEN20-05 0.8504 0.8512 

RDEN20-06 0.8717 0.8725 

 

Certified Values 25°C 

 
Part No. Relative Density 25/4 Relative Density 25/15 

RDEN25-01 0.6550 0.6556 

RDEN25-02 0.7077 0.7083 

RDEN25-03 0.7750 0.7757 

RDEN25-04 0.8349 0.8356 

RDEN25-05 0.8687 0.8695 
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AOCS Tintometer Color Standard 

틴토미터 색상 표준시약 

용량 500ml  |  유통기한 12개월  |  원산지 영국 

 

 AOCS Tintometer Colour Reference 

 AOCS colour reference standards are manufactured and certified by The Tintometer Limited 

 Certified under ISO 9001 Quality system 

 Tamper evident security packaging 

 

 
Part No. Colour Scale Nominal Value 

134240 AOCS-Tintometer Colour 0.4R 2.0Y 

134250 AOCS-Tintometer Colour 1.6R 9.0Y 

134260 AOCS-Tintometer Colour 1.9R 12.0Y 

134270 AOCS-Tintometer Colour 2.5R 20.0Y 

134280 AOCS-Tintometer Colour 3.0R 28.0Y 

 

 

 

 

 

 

 

 

ASTM Color Standard 

ASTM 색상 표준시약 

용량 500ml  |  유통기한 18개월  |  원산지 영국 

 

 ASTM (ASTM D6045, D1500) Colour Reference 

 Certified according to ISO 17025 / ISO 17034 under UKAS accreditation 

 Tamper evident security packaging 

 

 
Part No. Colour Scale Nominal Value 

134290 ASTM Colour <0.5 

134000 ASTM Colour 1 

134010 ASTM Colour 3 

134020 ASTM Colour 5 

134030 ASTM Colour 7 
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Gardner Color Standard 

가드너 색상 표준시약 

용량 500ml  |  유통기한 18개월  |  원산지 영국 

 

 Gardner (ASTM D1544, D6166) Colour Reference 

 Certified according to ISO 17025 / ISO 17034 under UKAS accreditation 

 Tamper evident security packaging 

 

 
Product Code Colour Scale Nominal Value 

134200 Gardner Colour 2 

134210 Gardner Colour 5 

134220 Gardner Colour 8 

 

 

 

 

 

 

 

 

 

 

 

Lovibond Color Standard 

로비본드 색상 표준시약 

용량 500ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified under ISO 9001 Quality system 

 Tamper evident security packaging 

 

 

Part No. Colour Scale Nominal Value 

134080 Lovibond RYBN Colour 0.8R 2.0Y 0.1N (5¼") 

134090 Lovibond RYBN Colour 1.4R 4.0Y 0.5N (5¼") 

134100 Lovibond RYBN Colour 2.0R 7.0Y 0.5N (5¼") 

134110 Lovibond RYBN Colour 2.1R 11.0Y 0.5N (5¼") 

134120 Lovibond RYBN Colour 2.5R 14.0Y 0.7N (5¼") 

134130 Lovibond RYBN Colour 3.1R 22.0Y 0.8N (5¼") 
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Pt-Co / Hazen / APHA Color Standard 

색상 표준시약 

용량 500ml  |  유통기한 12개월  |  원산지 영국 

 

 Pt-Co/Hazen/APHA (ASTM D1209) Colour Reference 

 Certified under ISO 9001 Quality system 

 Tamper evident security packaging 

 

 
Part No. Colour Scale Nominal Value 

133991 Pt-Co/Hazen/APHA Colour 0 

134140 Pt-Co/Hazen/APHA Colour 5 

134150 Pt-Co/Hazen/APHA Colour 10 

134160 Pt-Co/Hazen/APHA Colour 15 

134170 Pt-Co/Hazen/APHA Colour 30 

134180 Pt-Co/Hazen/APHA Colour 50 

134190 Pt-Co/Hazen/APHA Colour 100 

462803 Pt-Co/Hazen/APHA Colour 500 (Stock solution) 

 

 

 

 

 

 

 

Saybolt Color Standard 

세이볼트 색상 표준시약 

용량 500ml  |  유통기한 18개월  |  원산지 영국 

 

 Saybolt (ASTM D6045, D156) Colour Reference 

 Certified according to ISO 17025 / ISO 17034 under UKAS accreditation 

 Tamper evident security packaging 

 

 
Part No. Colour Scale Nominal Value 

134040 Saybolt Colour -10 

134050 Saybolt Colour 0 

134060 Saybolt Colour +12 

134070 Saybolt Colour +25 
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Conductivity Standard 

전도도 표준시약 

용량 표 참고  |  유통기한 표 참고  |  원산지 영국 

 

 Traceable to N.I.S.T standard reference materials 

 Temperature dependence data. lot number and expiry date printed on all product labels 

 Solutions standardized at 25°C 

 Accuracy ± 1% 

 

 
Part No. Conductivity Description Temp °C Pack Size Shelf Life 

CSKC10 10 Microsiemens/cm 25 500 mL Maximum 6 Months 

CSKC100 100 Microsiemens/cm 25 500 mL Maximum 12 Months 

CSKC1000 1,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC100M 100,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC10M 10,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC12880 12,880 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC13 1.30 Microsiemens/cm 25 250 mL Maximum 3 Months 

CSKC136 1.30 Microsiemens/cm 25 6 x 250 mL Maximum 3 Months 

CSKC150M 150,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC20 20 Microsiemens/cm 25 500 mL Maximum 12 Months 

CSKC200 200 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC200M 200,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC20M 20,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC300M 300,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC350M 350,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC450M 450,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC5 5 Microsiemens/cm 25 500 mL Maximum 6 Months 

CSKC50 50 Microsiemens/cm 25 500 mL Maximum 12 Months 

CSKC500 500 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC500M 500,000 Microsiemens/cm 25 500 mL Maximum 24 Months 

CSKC50M 50,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC5M 5,000 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKC84 84 Microsiemens/cm 25 500 mL Maximum 12 Months 

CSKCL 1,413 Microsiemens/cm 25 500 mL Maximum 18 Months 

CSKCS 147 Microsiemens/cm 25 500 mL Maximum 12 Months 
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Certified pH Buffer Solutions 

pH 완충용액 표준시약 

용량 500ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified pH Buffer Solutions 

 Certified solutions for either 20 °C or 25 °C and are accurate within ± 0.01 

 Sold as colour-coded solutions for easy-identification purposes 

 Sold with anti-fungal preservatives / mould inhibitors 

 Supplied with certificate, Safety Data Sheet (SDS) and correlation table between pH and 

temperature 

 

 
Part No. Description Nominal pH Value 

PH4-20CF Certified pH Buffer Solution, pH 4 at 20 °C, Coloured (Red), with Fungicide 4.00 at 20 °C 

PH4-25CF Certified pH Buffer Solution, pH 4 at 25 °C, Coloured (Red), with Fungicide 4.01 at 25 °C 

PH7-20CF Certified pH Buffer Solution, pH 7 at 20 °C, Coloured (Yellow), with Fungicide 6.98 at 20 °C 

PH7-25CF Certified pH Buffer Solution, pH 7 at 25 °C, Coloured (Yellow), with Fungicide 7.00 at 25 °C 

PH10-20CF Certified pH Buffer Solution, pH 10 at 20 °C, Coloured (Blue), with Fungicide 10.00 at 20 °C 

PH10-25CF Certified pH Buffer Solution, pH 10 at 25 °C, Coloured (Blue), with Fungicide 9.95 at 25 °C 

 

 

 

 

Certified Ethanol Standard 

에탄올 표준시약 

용량 25ml  |  유통기한 12개월  |  원산지 영국 

 

 Certified Ethanol Standards - % ABV (Alcohol by Volume) 

 Certified in strict accordance to ISO 17025 and ISO 17034 under our UKAS accreditation 

 Suitable for the calibration and/or verification of alcoholmeters or densitometers used to 

determine alcohol content, and for monitoring analytical performance of analyst or methodology 

 Volume, tamper-evident glass packaging, providing assurance of sample integrity 

 

 
Part No. Density in Vacuum ( kg/m³) Density in Air ( kg/m³ ) % ABV 

ETWA05 991.24 990.04 4.97 

ETWA15 979.15 977.95 14.98 

ETWA40 947.13 945.93 40.67 

ETWA70 884.63 883.43 70.44 
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Lithium Chloride Electrolyte Standard 

염화리튬 전해액 표준시약 

용량 30mL  |  유통기한 6개월  |  원산지 영국 

 

 A high quality analytical reagent manufactured and certified compliant for use in ASTM D 664 / IP 

177, the Standard Test Method for Acid Number of Petroleum products by Potentiometric 

Titration 

 A Lithium Chloride Electrolyte Analytical Reagent manufactured to ASTM D 664 / IP 177 

 Convenient 30mL bottle size for direct filling into the electrode 

 

 

Part No. Certified Value Pack Size 

LCL-30-3 2M 3 x 30 mL 

LCL-30-5 2M 5 x 30 mL 

LCL-30-10 2M 10 x 30 mL 

 

 

 

 

 

 

 

Synthetic Sea Water Standard 

인공해수 표준시약 

용량 표 참고  |  유통기한 12개월  |  원산지 영국 

 

 A Synthetic Sea Water Analytical Reagent manufactured in accordance with ASTM D 665 / IP 135 

 Provided with a certificate which includes an estimation of uncertainty of manufacture 

 Ensures full compliance with ASTM and IP test method requirements for reagent preparation 

 Conveniently packaged in single dose or multi dose packs 

 Certificate of Manufacture & MSDS included 

 

 
Part No. Pack Size Lead Time 

SSWS-30 10 x 30 mL 24 - 48 Hours 

SSWS-300 300 mL 24 - 48 Hours 

SSWS-500 500 mL 24 - 48 Hours 

SSWS-5L 5 L 24 - 48 Hours 
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Soletek Trading Co., Ltd. 

We are only satisfied when our customers are satisfied 
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